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•
•
•

order@fulham.com 

NEW & IMPROVED
AUGUST 2020

Typical 3 SDCM for high color consistency
• 90CRI Standard, meets CEC Title 24 requirement

High efficacy: up to 150 lm/W @ 350mA, 4000K/90 CRI
Range of common lengths and wattages to fit a variety of luminaires
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450mA ECO Series LED DC Modules

Model Number Lumens at 
4000K/90CRI

Nominal
Input Current* (mA)

Nominal
Power (W)

Forward
Voltage (VDC)

Dimensions
(L" x W")

VMU045005EC9xxA

VMU045005EC9xxB

VMU045010EC9xxA

VMU045010EC9xxB
VMU045010EC9xxC

Common Specifications
Beam Angle

Operating Temperature Range

Lumen Maintenance

Color Consistency

PCB Material

Warranty

Safety/compliance

CRI and Color Temperature Options

CRI

Color
Temperature

VMU045010EC9xxA
Color Temperature

CRI

VMU045010EC9xxC
17", 8.1W, 1172lm @350mA

VMU045010EC9xxB
11", 8.1W, 1172lm @350mA

VMU045010EC9xxA
5", 8.1W, 1096lm @350mA

VMU045005EC9xxB     
5", 4.0W, 605lm @350mA

VMU045005EC9xxA     
1.5", 4.0W, 554m @350mA

Nominal Efficiency 
at 4000K/90CRI

554

605

1096

1172

1172

138

150

136

145

145

9 = 90CRI

30 = 3000K
35 = 3500K
40 = 4000K

27 = 2700K
50 = 5000K

-40°C to 45°C  (-40°F to 113°F)

L70 = 60,000hrs @ Tc=105ºC / L90 = 40,000hrs @ Tc=105ºC   

Binning per ANSI C78.377-2008; 3 SDCM typ. 5 SDCM max.
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