
The Simple, Field-Installable Solution for 
Converting Existing Luminaires to LED
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Specifications
Input Voltage
Operating Temperature Range
Lumen Maintenance @105ºC
Dimming Type / Range
Color Consistency

HotSpot Emergency Backup

Input Surge Test
Warranty

Safety/compliance

Product Models

Model Number Number
of LEDs

Input 
Power

(W)

Nom. Lum. 
@4000K 

(lm)

Engine 
Efficacy @4000K 

(lm/W) Shape Dimensions
(inches)

ENERGY
STAR

Listed*

ENERGY
STAR
CSD*

VKMUNV008RD8xxA
VKMUNV008RT8xxA
VKMUNV012RD8xxA
VKMUNV018RD8xxA
VKMUNV018RT8xxA
VKMUNV025RD8xxA

Why Convert to LED? 

ENERGY STAR® 

Installation 

Maintenance 

Safety and Aesthetics

Part Numbering Key

V  K  M  UNV  025  RD  8  30  A

Standard stocked CRI/CCTs 

CRI

Color Temperature

163

8=80
Shape

RD = Round
RT = Rectangular

Energy Star Luminaire 2.0 Listed and CSD

156

141

156

141
143

2115

1404

2820

1404

2820
4015
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