
UL Recognized material

Compatible with Fulham's End Caps

60 degree beam angle; Center Beam Candlepower (CBCP) increase by >25%

Lens Transmittance: 89%

•
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Mechanical Data

VLE-OPT-060-022C

60 degree Optical Linear Lens

•

VLE-OPT-060-022C (89% Transmittance) 

VLE-OPT-060-044C (89% Transmittance)

VLE-OPT-060-044C

For use with Fulham's LinearHO and LP-LinearHO DC modules

No clips needed when used with Fulham's DC modules•
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Side View

Isometric View Compatible with:
22” LinearHO DC Module TMU125050CL8xxA
22” LP-LinearHO DC Module VMU080030LP8xxA
22” LP-LinearHO DC Module VMU125050LP8xxA

22”

(558.8mm)

•

0.63”

1.27”

(32.24mm)

(16mm)

LP-LinearHO

Side View

Isometric View Compatible with:
44” LinearHO DC Module TMU140055CL8xxA
44” LinearHO DC Module TMU240095CL8xxA
44” LP-LinearHO DC Module VMU140055LP8xxA
44” LP-LinearHO DC Module VMU240095LP8xxA

44”

(1120mm)

1mm clear lens V0 flame rated•

0.78”

1.73”

(43.94mm)

(19.81mm)

LinearHO
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LP-LinearHO

Side View

KILLED BEFORE LAUNCHED
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VLE-OPT-060-022C
VLE-OPT-060-044C
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Light Distribution
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60 degree Optical Linear Lens
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Module only (no lens)

KILLED BEFORE LAUNCHED
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